CITY OF TONTITOWN PLANNING OFFICE
201 E. Henri de Tonti Blvd. Meeting: December 27, 2018

TONTITOWN

479-361-2700 Project: Paramount Metals LSD
planning@tontitownar.gov Planner: Courtney McNair
AGENDA ITEM

B

PRELIMIANRY LARGE SCALE DEVELOPMENT PLAN APPROVAL REQUEST
Paramount Metals Preliminary Large-Scale Development Request

761 W. Henri de Tonti
Parcel #s: 830-37715-001, 830-37710-000, 830-37709-001

SUMMARY: Paramount Metals LSD is requesting to construct an 8,000 SF building for metal storage in
conjunction with their existing business on this site.

CURRENT ZONING: C-2 — General Commercial-the proposed use is allowed by right in this zoning district.
CITY WARD: 3- Don Doudna, Tommy Granata

INFRASTRUCTURE SERVICE AREAS (not a guarantee of service availability):
Water: Tontitown Water

Sewer: Tontitown Sewer

Road Access: W. Henri de Tonti Blvd.

Electric: Ozarks Electric

Cable: Cox Communications

Phone: ATT

Natural Gas: Black Hills Energy

School District: Springdale

Floodplain: YES-a permit has been submitted

PROJECT SYNOPSIS:

Paramount Metals is proposing to add an additional building on their existing site. The building is proposed
to be 8,000 SF located behind the small office building. They plan to remove an existing concrete pad and
place the building on the same footprint. The current use of the concrete pad is for employee parking, and
that has been relocated to another portion of the site with this plan.

This project has submitted stamped architectural plans for review prior to construction. As it has no direct
street frontage, the architectural requirements for large scale developments will not be applied. The
building will reflect the current styling of the other buildings on site.

There is floodplain on this site, but not at the location of the new building. A floodplain permit has been
submitted for some grading within the floodplain.



TECHNICAL INFORMATION:

Utilities:
Water: Tontitown Water-According to the Water System information, there is an existing 3-inch
water line along the south side of W. Henri de Tonti. There is not a suitable line on this site for a fire
hydrant.

Electric: Ozarks Electric- OECC had some standard comments. Any relocation of facilities will be at
cost to the developer.

Sewer/Septic: Sewer- this project proposes to connect to the City of Tontitown sewer system. The
connection must be approved prior to construction.

Phone: AT&T- ATT had no comments.

Natural Gas: Black Hills Energy- No comments were received from BHE.

Cable: Cox Communications- No comments were received from Cox.

It is the applicant’s responsibility to coordinate any additional utility easements or connections as needed to
service their property.

Stormwater Pollution Prevention Plan (SWPPP):
The applicant has provided a grading a drainage plan. A SWPPP must be completed and posted on site prior

to construction.

Police:
Tontitown Police Chief Joey McCormick has no concerns.

Fire:

According to the Water System information, there is an existing 3-inch water line along the south side of W.
Henri de Tonti. There is not a suitable line on this site for a fire hydrant. The building is NOT planned to be
sprinklered.

The Fire Marshal has determined that an additional hydrant will not be required at this time.

Architectural plans must still be reviewed for compliance with fire code.

Drainage:
The applicant has submitted a drainage letter for review. There is no proposed detention, and it was not
found to be warranted.

Roads:
This project has access to W. Henri de Tonti Blvd. None of the entrances are proposed to be changed.

All interior drives must meet the required compaction rating to support emergency vehicles.



STAFF RECOMMENDATION FOR THE LARGE-SCALE DEVELOPMENT: There are some minor details that
remain to be addressed at the Construction Plan phase of plan review, but nothing that should significantly

impact the overall design.

Therefore, staff recommends approval of Paramount Metals Preliminary Large-Scale Development with

conditions.

CONDITIONS RECOMMENDED FOR APPROVAL:

1.
2.

Architectural plans must be approved prior to Construction Plan Approval.
It is the applicant’s responsibility to coordinate any additional utility easements or connections as

needed to service their property. Some additional Utility Easements may be required.

The SWPPP must be completed and posted on site prior to construction.

Correct all remaining items on the “Plat Requirement Worksheet” prior to Construction Plan
approval. Planning Staff will provide a copy of the remaining requirements to the engineer for the
project.

The floodplain permit must be processed and approved prior to any grading work.

All interior drives must meet the required compaction rating to support emergency vehicles.

The applicant must apply for all required permits prior to construction.
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PARAMOUNT METALS

TONTITOWN, ARKANSAS
E DEVELOPMENT PLAN

E SCAL

LARG

1. THE CONTRACTOR IS SPECIFICALLY CAUTIONED THAT THE LOCATION AND/OR ELEVATION OF EXISTING UTILITIES AS SHOWN ON THESE PLANS IS BASED
ON RECORDS OF THE VARIOUS UTILITY COMPANIES, AND WHERE POSSIBLE, MEASUREMENTS TAKEN IN THE FIELD. THE INFORMATION IS NOT TO BE
RELIED ON AS BEING EXACT OR COMPLETE. THE CONTRACTOR MUST CONTACT THE APPROPRIATE UTILITY COMPANIES AT LEAST 72 HOURS BEFORE
ANY EXCAVATION TO REQUEST EXACT FIELD LOCATION OF UTILITIES. IT SHALL BE THE CONTRACTOR’S RESPONSIBILITY TO RELOCATE UTILITIES WHICH
CONFLICT WITH THE PROPOSED IMPROVEMENTS SHOWN ON THE PLANS.

GENERAL NOTES TO CONTRACTOR

2. CONTRACTOR SHALL VERIFY HORIZONTAL AND VERTICAL LOCATION OF ALL EXISTING UTILITIES PRIOR TO STARTING CONSTRUCTION.
3. EXISTING GRADE CONTOURS ARE AT ONE FOOT INTERVALS.

4. PROPOSED CONTOURS ARE AT FINISH GRADE AND ARE AT ONE FOOT INTERVALS.

5. PROPOSED SPOT ELEVATIONS ARE TOP OF FINISH CURB UNLESS OTHERWISE INDICATED OR SHOWN.

6. THE CONTRACTOR SHALL ADHERE TO ALL TERMS AND CONDITIONS AS OUTLINED IN THE STORMWATER POLLUTION PREVENTION PLAN.

7. CONTRACTOR TO INSTALL MUD ABATEMENT ENTRANCES ANYWHERE PROPOSED STREETS ENTER EXISTING PUBLIC STREETS. ENTRANCE TO BE
CONSTRUCTED A MIN. OF 50" IN LENGTH BY WIDTH OF PROPOSED STREET AND TO A DEPTH OF 8 INCHES.

8. CONTRACTOR TO INSTALL EROSION CONTROL FENCING PRIOR TO BEGINNING ANY CONSTRUCTION. FENCING SHALL BE MAINTAINED & REPAIRED AS
NECESSARY BY THE CONTRACTOR DURING CONSTRUCTION.

9. CONTRACTOR SHALL ASSURE POSITIVE DRAINAGE AWAY FROM BUILDINGS FOR ALL NATURAL AND PAVED AREAS.
10. CONTRACTOR SHALL ADJUST AND/OR NEATLY CUT EXISTING PAVEMENT TO ASSURE A SMOOTH FIT AND TRANSITION.
11. ALL CONCRETE TO HAVE A MINIMUM 28 DAY COMPRESSION STRENGTH OF 3500 PSI.

12. DAMAGE DURING CONSTRUCTION TO ANY EXISTING STRUCTURES TO REMAIN SHALL BE THE CONTRACTOR'S RESPONSIBILITY TO REPAIR AND/OR
REPLACE.

13. THE CONSTRUCTION AND INSTALLATION OF WATER AND SANITARY SEWER UTILITES SHALL BE IN COMPLIANCE WITH THE CITY OF TONTITOWN'S WATER
AND SEWER SPECIFICATIONS, (REVISED APRIL 5, 2016) PROCEDURES AND DETAILS.

14. ALL MATERIALS AND CONSTRUCTION SHALL COMPLY WITH THE CITY OF TONTITOWN'S REQUIREMENTS. IN THE CASE OF CONFLICTS, THE CITY'S
CRITERIA SHALL GOVERN.

15. ALL SIDEWALKS AND HANDICAP RAMPS SHALL BE BUILT TO THE CURRENT STANDARDS OF THE AMERICANS WITH DISABILITIES ACT REQUIREMENTS.

CERTIFICATE OF PRELIMINARY SURVEY ACCURACY

l, , hereby certify that this plat correctly represents a boundary
survey made by me and all monuments shown hereon actually exist and their location, size, type and
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PRELIMINARY PLAN FOR INSPECTION PURPOSES ONLY.
NOT FOR RECORD PURPOSES.

PROPOSED USE:

OWNER /DEVELOPER:

PROJECT SITE ADDRESS: 761 W. HENRI DE TONTI BLVD

SPRINGDALE, ARKANSAS 72762
830-57715-001
830-57710-000
830-57709-001

3.67+/-

ZONING CLASSIFICATION: C-2

METAL BUILDING PANEL COMPANY
(RETAIL /SERVICE)

BUILDING: 8,000 SQUARE FEET

18.5" HEIGHT

WEEKS ENTERPRISES, LLC
PO BOX 249
TONTITOWN, AR 72770

PHONE: (479) 361-9477

FAX: (479) 361-9518
EMAIL: rweeks@paramountmetals.biz

ENGINEER/SURVEYOR:  BATES & ASSOCIATES, INC.

7230 S. PLEASANT RIDGE DR.
FAYETTEVILLE, AR 72704
PHONE: (479) 442-9350

FAX:  (479) 521-9350
EMAIL: geoff@batesnwa.com
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material are correctly shown.
PROPOSED EXISTING DESCRIPTION
Date of Execution: V|C|N|TY MAP 777777777777777777 ASPHALT (EDGE)
ASPHALT (SURFACE)
N.T.S. ~EXISTING HYDRANT INFORMATION: — || .77 7] BULDING
Registered Land Surveyor NORTH HYDRANT #C5-141 BUILDING SETBACK LINE
State of Arkansas Registration No. 12)?98%;%(3 ° BOLLARD
ueTv UGTV CABLE TV (UNDERGROUND)
69 RESIDUAL
CERTIFICATE OF PRELIMINARY ENGINEERING ACCURACY CONTACT INFORMATION GABLE TV (OVERHEAD)
| ‘ CITY OF TONTITOWN TELEPHONE HYDRANT #D5—-D4 CONCRETE SURFACE
l, , hereby certify that this plan correctly represents a plan made WATER & SEWER AT 1203 GPM A AP TGN ot A IS S D A A A oW ot SoNGUT
. . . . . . o e e . 68 STAT'C oSS ======= B
under'my lerectlon and engineering requirements of the Tontitown Subdivision Regulations have been CONTACT: JAMES CLARK CONTACT: SUSAN CLOUSER T — 5 CONTOURS
42 RESIDUAL
complied with. 201 E. HENRI DE TONTI P.0. BOX 7449 -
TONTITOWN, AR 72770 SPRINGDALE, AR. 72766 e/ EIEJ;CBTR%CEIEJELENRDERGROUND)
f - PHONE: 479-361-2700 PHONE: 479—442-3107 UGE et
Date of Execution: FAX: 501—421—8774 FAX: 470447 3117 ~DISTRICT REGULATIONS (C—2): OHE OHE ELECTRICAL (OVERHEAD)
ELECT. TRANSFORMER
ELECTRIC GAS MINIMUM LOT WIDTH 100 FEET BN Ezi EASEMENT
Registered Enai — MINIMUM LOT DEPTH 100 FEET
eqgistered Engineer OZARKS ELECTRIC / X— X = FENCE (WIRE,/WOOD /CHAIN)
State of Arkansas Registration No P.O. BOX 848 BLACK HILLS ENERGY MAXIMUM HEIGHT 35 FEET X X
: FAYETTEVILLE. AR. 72702 CONTACT: LEONARD TIDYMAN MAXIMUM LOT COVERAGE 60% Fo FIBER OPTIC CABLE
PHONE: 800-521—6144 655 MILLSAP RD., STE. 104 ed FIRE HYDRANT ASSEMBLY
CERTIFICATE OF PRELIMINARY PLAT APPROVAL. o FAYETTEVILLE, AR. 72701 . , FLOWLINE
FAX: 479-684—4617 ) PARKING INFORMATION:
CONTACT: WES MAHAFFEY PHONE: 479-582-7817 i — i FORCE MAIN
This plat has been given preliminary plat approval only and has not been approved for recording PHONE: 479-263-2167 CABLE RETAIL/SERVICE, FURNITURE AND BULKY ITEMS GAS GAS GAS MAIN
purposes as a public record. This certificate shall expire on (date). ONE (1) PARKING SPACE PER 500 SQUARE FEET. ieN JieN GAS METER
Date of Execution: COX COMMUNICATIONS PROPOSED BUILDING = 8,000 SQUARE FEET. | | —mm——————— [ ——— — — — — — GRAVEL SURFACE (EDGE)
CHAD HODGE PARKING SPACES = 16 7= 0755: Pons GRAVEL SURFACE
4901 SOUTH 48TH ST PARKING PROVIDED = 24 S = z
= ® o) IRON PIN (5/8” RE—BAR)
SPRINCDALE, AR 72762 LOADING SPACES REQUIRED/PROVIDED = % Eos
‘ i i i issi PHONE: 479-717—3607 = LIGHT
Chairman, City of Tontitown Planning Commission | REQUIRED /1 PROVIDED r = ONUENT (CONGRETS)
HANDICAP PARKING REQUIRED = 1 C—/—\_,\_\/@ i — > T PoND
HANDICAP PARKING PROVIDED = 1 I S \’, = SOWER POLE
—BUILDING SETBACKS (C-2): — — — — — — | PROPERTY LINE (EXTERNAL)
OWNERSHIP OF DOCUMENTS —— —— —— —— —— | RETAINING WALL
FRONT 50ft (MTH PARKING IN FRONT) RIGHT—OF —WAY
THIS DOCUMENT, AND THE IDEAS AND DESIGNS INCORPORATED FRONT 20ft (WMITHOUT PARKING IN FRONT) pr pros SANITARY SEWER PIPE
HEREIN. AS AN INSTRUMENT OF PROFESSIONAL SERVICES. 15 SIDE 07ft (ADJACENT TO NON—-RESIDENTIAL DISTRICT) 6 ® SANITARY SEWER MANHOLE
THE PROPERTY OF BATES + ASSOCIATES, INC.. AND IS NOT ~ LEGAL DESCRIPTION: SIDE 30ft (ADJACENT TO RESDENTIAL DISTRICT) | [ SANITARY SEWER SERVICE
TO BE USED. N WHOLE OR PART, FOR ANY OTHER PROJECT A PART OF THE NORTHEAST QUARTER OF THE SOUTHEAST QUARTER OF SIDE 10ft (INTERIOR NONRESIDENTIAL USES) —_ SECTION LINE
WITHOUT THE WRITTEN AUTHORIZATION OF BATES + SECTION 2, TOWNSHIP 17 NORTH, RANGE 31 WEST, WASHINGTON COUNTY, REAR 20ft (ADJACENT TO NON=RESIDENTIAL DISTRCT) | 0
ASSOCIATES. INC. ARKANSAS, BEING MORE PARTICULARLY DESCRIBED AS FOLLOWS, TO-WT: REAR Zoit E ADJAGENT TO RESIDENTIAL DISTRICT) ) RN St PR 1| SIDEWALK
BEGINNING AT AN EXISTING RIGHT—OF—WAY MONUMENT ON THE SOUTH — . SIGN
RIGHT-OF—WAY OF ARKANSAS STATE HIGHWAY 412 WHICH IS S87°20’37"E SILT FENCE
540.00" AND S03°08'27°W 54.91" FROM THE NORTHWEST CORNER OF SAID —FLOOD CERTIFICATION: ool SPOT ELEVATION
, FORTY ACRE TRACT AND RUNNING THENCE ALONG SAID RIGHT—OF—WAY A PORTION OF THIS PROPERTY IS LOCATED WITHIN FLOOD ZONE "A” — - ------—- | STORM SEWER PIPE
SAFETY NOTICE TO CONTRACTOR ENGINEER'S NOTICE TO CONTRACTOR $89'59'30°E 103.93", THENCE CONTINUING ALONG SAID RIGHT-OF -~ WAY OR "AE” AS DETERMINED BY THE NATIONAL FLOOD (FIRM PANEL ] STORM_SEWER INLET
S87°0017°E 341.78", THENCE LEAVING SAID RIGHT—OF—-WAY S03°4114°W #05143C0065F. DATED MAY 16, 2008) INSURANCE PROGRAM FLOOD STORM SEWER BALES
IN ACCORDANCE WITH GENERALLY ACCEPTED CONSTRUCTION THE EXISTENCE AND LOCATION OF ANY UNDERGROUND UTILITY 353.51", THENCE N87'11°41"W 211.42" TO AN EXISTING PIPE, THENCE INSURANCE RATE MAP FOR WASHINGTON COUNTY, ARKANSAS. @ ) TELEPHONE PED/MANHOLE
PRACTICES, THE CONTRACTOR WILL BE SOLELY AND PIPES OR STRUCTURES SHOWN ON THESE DRAWINGS ARE S0314'25"W 12.23", THENCE N87°20°26"W 230.76°, THENCE N03°08'27°E ueT uGT TELEPHONE (UNDERGROUND)
COMPLETELY RESPONSIBLE FOR CONDITIONS OF THE JOB SITE. OBTANED BY A SEARCH OF THE AVAILABLE RECORDS. TO THE 362.35" TO THE POINT OF BEGINNING, CONTAINING 3.67 ACRES, MORE OR oHT TELEPHONE (OVERHEAD)
INCLUDNG SAFETY OF ALL PERSONS AND PROPERTY DURING BEST OF OUR KNOWLEDGE THERE ARE NO EXISTING UTLITIES LESS. SUBJECT TO ALL EASEMENTS AND RIGHTS—OF—WAY OF RECORD. — BASIS OF ELEVATION: AN AN AN A TREE LINE CANOPY
PERFORMANCE OF THE WORK. THIS REQUIREMENT WILL APPLY EXCEPT AS SHOWN ON THESE DRAWINGS AND WE ASSUME NO CITY OF TONTITOWN GIS CONTROL MONUMENT #6. (ELEVZ1278‘55 — NAVD 88) % (:.3 & TREE/TREE TO BE REMOVED
CONTINUOUSLY AND NOT BE LIMTED TO NORMAL WORKING RESPONSIBILITY AS TO THE ACCURACY OF THER DEPICTED UTILTY EASENENT
HOURS. LOCATION ON THESE DRAWINGS. THE CONTRACTOR 1S — GENERAL SURVEY NOTE: - .
REQURED TO TAKE DUE PRECAUTIONARY MEASURES TO THE UNDERGROUND UTILITIES SHOWN HAVE BEEN LOCATED FROM FIELD SURVEY — BASIS OF BEARING: ) o 12w WATER MAIN PIPE
THE DUTY OF THE ENGINEER TO CONDUCT CONSTRUCTION PROTECT THE UTILITY LINES SHOWN, AND ALL OTHER LINES INFORMATION AND EXISTING DRAWINGS THE SURVEYOR MAKES NO GUARANTEES PLAT OF SURVEY FILED IN THE STATE SURVEYOR'S OFFICE DOCUMENT #20132100007 >« WATER VALVE
REVIEW OF THE CONTRACTOR'S PERFORMANCE 1S NOT NOT OF RECORD OR NOT SHOWN ON THESE DRAWINGS BY THAT THE UNDERGROUND UTILITIES SHOWN ARE IN THE EXACT LOCATION ® ® WATER METER
INTENDED TO INCLUDE REVIEEW OF THE ADEQUACY OF THE VERIFICATION OF THER LOCATION IN THE FIELD PRIOR TO THE INDICATED, ALTHOUGH THE SURVEYOR DOES CERTIFY THAT THEY ARE LOCATED > > WATER THRUST BLOCK
CONTRACTOR'S SAFETY MEASURES. IN. OR NEAR THE INTIATION OF THE ACTUAL PORTION OF THER WORK. AS ACCURATELY AS POSSIBLE FROM INFORMATION AVAILABLE. THE SURVEYOR > > WATER MAIN REDUCER
CONSTRUGTION SITE. HAS NOT PHYSICALLY LOCATED THE UNDERGROUND UTILITIES. THERE ARE NO EXISTING WETLANDS ON THIS SITE. 4} o3¢} WATER MAIN BLOWOFF VALVE
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S FENCE LOCATION (LIMITS OF CRITICAL ROOT ZONE) MAINTAINED IN A MANNER WHICH DOES NOT RESULT IN SOIL BUILD—UP WITHIN BETWEEN THE FENCE AND THE BUILDING 9 "q;
%(}) | REE DRIPLINES D. WHERE THERE ARE SEVERE SPACE CONSTRAINTS DUE N &
- TO TRACT SIZE, OR OTHER SPECIAL REQUIREMENTS
.O.g 5. PROTECTIVE FENCES SHALL SURROUND THE TREES OR GROUP OF TREES, AND ¢ ..
g RADIUS = 1FT. PER INCH OF TRUNK DIA. WILL BE LOCATED AT THE DRIPLINE, FOR NATURAL AREAS, PROTECTIVE FENCES 7 WHERE ANY OF THE ABOVE EXCEPTIONS RESULT IN A FENCE BEING CLOSER
oD
S o A. SOIL COMPACTION IN THE ROOT ZONE AREA RESULTING ilbgll\lﬁg\,l\lc T'(TJO TﬁlEHEg[I)-lchg EEII:IEII-:JG(E’EOL\”\SES OF LOVER BRANCHING) IN
QS;QZ) FROM VEHICULAR TRAFFIC OR STORAGE OF EQUIPMENT
B. ROOT ZONE DISTURBANCES DUE TO GRADE CHANGES Q
» 8. TREES APPROVED FOR REMOVAL SHALL BE REMOVED IN A MANNER WHICH M
) (GREATER THAN 6”) OR TRENCHING NOT REVIEWED BY CITY DOES NOT MPACT TREES TO BE PRESERVED NOTES: " o
HE ‘ s
c£8& ARGOMGLNDS TO EXPOSED ROOTS, TRUCK OR LIMBS BY 9. ANY ROOTS EXPOSED BY CONSTRUCTION ACTIVITY SHALL BE PRUNED FLUSH 2. DEMO AREA FOR EXISTING CONCRETE WITHIN PARCEL #830-37710-000
o~ MECHANICAL EQUIPMENT 3. INSTALL TREE PROTECTION FENCING PRIOR TO DEMOLITION o
o B WITH THE SOIL. BACKFILL ROOT AREAS WITH GOOD QUALITY TOP SOIL AS SOON 2
BLS D. OTHER ACTIVITIES DETRIMENTAL TO TREES SUCH AS AS POSSIBLE. | IF EXPOSED ROOT AREAS ARE NOT BACKFILLED WITHIN 2 DAYS 4. UNDERGROUND UTILITY LOCATIONS SHOWN ARE APPROXIMATE. -
N NT S, CHEMICAL STORAGE, CEMENT TRUCK CLEANING, & FIRES COVER THEM WITH ORGANIC MATERIAL IN A MANNER WHICH REDUCES SOIL CONTRACTOR TO LOCATE ALL UNDERGROUND UTILITIES PRIOR TO DEMOLITION S
EE’ -‘g TEMPERATURE AND MINIMIZES WATER LOSS DUE TO EVAPORATION 2
—wna o
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EXISTING \
CONCRETE

REVISIONS

CONSTRUCTION NOTES:
1. ALL AREAS UNDER BUILDINGS AND PAVED AREAS SHALL BE STRIPPED OF TOPSOIL. THE RESULTING

SUB GRADE SHALL BE THOROUGHLY COMPACTED. ANY SOFT OR YIELDING AREAS SHALL BE
STABILIZED OR REMOVED AND REPLACED WITH SUITABLE MATERIAL.

2. FILL MATERIAL SHALL BE APPROVED BY THE ENGINEER. ALL FILL SHALL BE MADE IN LIFTS NOT
EXCEEDING 8” THICKNESS WITH EACH LIFT COMPACTED TO 95% STANDARD PROCTOR DENSITY. FILL
SLOPES SHALL NOT BE STEEPER THAN 3:1 SLOPE.

3. ALL GRADED AREAS SHALL HAVE 4” OF TOPSOIL, SOD, EROSION FABRIC, HERBACEQUS GROUND
COVER, AND/OR HYDROSEEDED WITH A WARM SEASON GRASS. REVEGETATION SHALL BE
IMMEDIATELY AFTER THE PHYSICAL ALTERATION OF THE LAND IS COMPLETE (MAXIMUM OF 15
DAYS),

4 ALL WORK SHALL BE IN ACCORDANCE WITH THE CITY GRADING REGULATIONS. SILT FENCES, BERMS,
DETENTION PONDS, OR OTHER MEANS NEEDED TO MEET THE CITY GRADING REQUIREMENTS SHALL
BE PROVIDED AS REQUIRED TO MEET THESE REGULATIONS.

. N 5. ALL HEAVILY TRAVELED DIRT AREAS SHALL BE WETTED TO PREVENT EXCESSIVE DUST, DURING

, / e CONSTRUCTION.

: L 6. ALL MUD/DIRT LEFT ON PUBLIC STREETS OR ADJACENT PROPERTIES AS A RESULT OF THIS
CONSTRUCTION SHALL BE IMMEDIATELY SHOVELED OR SWEPT AWAY UNTIL IT IS COMPLETELY
REMOVED BY THE CONTRACTOR.
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1. CONTRACTOR SHALL OBTAIN ALL PERMITS REQUIRED FROM A.D.E.Q. AND CITY REGARDING RUNOFF,
EROSION CONTROL, AND GRADING BEFORE BEGINNING CONSTRUCTION.

o

0-004
001

1 #830-
- #830-37709

—

3534

2. CONTRACTOR SHALL POST STORM WATER POLLUTION PREVENTION PLAN.

5. ALL EROSION & SEDIMENT CONTROL DEVICES SHALL BE MAINTAINED AND OCCASIONALLY

' REPLACED THROUGHOUT THE CONSTRUCTION PROCESS.

| T o 4. ALL EROSION & SEDIMENT CONTROL DEVICES SHOWN SHALL BE INSTALLED BEFORE CONSTRUCTION
/ L BEGINS. THOSE ITEMS SHALL REMAIN IN PLACE UNTIL ALL EXCAVATION IS COMPLETE.

>
E . T : SEDIMENT & EROSION CONTROL NOTES:
<

~ .
37710-0

PARAMOUNT METALS

LARGE SCALE DEVELOPMENT PLAN
GRADING, DRAINAGE &
EROSION CONTROL PLAN
TONTITOWN, ARKANSAS

S S~——1279

o o \JPROPOSED RN .lf
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s LT O. THE PROPERTY OWNER OR MAIN CONTRACTOR ONSITE WILL BE RESPONSIBLE FOR RESTORING ALL
- |ISIDEWALK . o -

EROSION AND SEDIMENT CONTROL SYSTEMS AND PUBLIC INFRASTRUCTURE DAMAGE OR DISTURBED
. o o BY UNDERGROUND PRIVATE FRANCHISED UTILITY CONSTRICTION SUCH AS WATER AND SEWER

', e SERVICE LEADS, TELEPHONE, GAS, CABLE, ETC. EROSION AND SEDIMENT CONTROL SYSTEMS MUST

’ ’ ’ BE IMMEDIATELY RESTORED AFTER EACH UTILITY CONSTRUCTION

—_—
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PROPOSED BUILDING
8,000 SF
FFE =1281.2
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S 1 G
S REVEGETATION NOTES:
’ ’ ’ ’ REVEGETATION OF DISTURBED AREAS SHALL BE IN ACCORDANCE THE FOLLOWING:

& Survey

7230 S. Pleasant Ridge Drive Phone - 479.442.9350 - Fax 479.521.9350

Fayetteville, Arkansas 72704

\‘h—
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CURB AND GUTTERS, AND OTHER FEATURES FOR CONTROL OF RUNOFF SHALL BE SCHEDULED
N N COINCIDENTAL TO REMOVING VEGETATIVE COVER FROM THE AREA SO THAT LARGE AREAS ARE NOT
, . . , , , , , o o o LEFT EXPOSED BEYOND THE CAPACITY OF TEMPORARY CONTROL MEASURES.
‘ C e o o o . T R o : o o o - TOP SOIL. TOP SOIL SHALL BE STOCKPILED AND PROTECTED FOR LATER USE ON AREAS
/‘, / e ',’ R S S I [ REQUIRING LANDSCAPING. IF TOP SOIL OR OTHER SOIL IS TO BE STOCKPILED FOR MORE THAN 30
|

% / o o o - PERMANENT IMPROVEMENTS. PERMANENT IMPROVEMENTS SUCH AS STREETS, STORM SEWERS,

1]

tes,Inc.

1a

DAYS, A TEMPORARY COVER OF ANNUAL RYE OR OTHER SUITABLE GRASS SHALL BE PLANTED.
- EXISTING VEGETATION. EVERY MEANS SHALL BE TAKEN TO CONSERVE AND PROTECT EXISTING

R L P B
’/!’ VEGETATION.

Civil Eng

- SEDIMENT CONTROLS SHALL REMAIN IN PLACE UNTIL RE— VEGETATION IS ESTABLISHED UNLESS
OTHERWISE ALLOWED BY THE CITY.

- 4:1 TO 3:1 GRADE: THE SLOPE SHALL BE COVERED WITH LANDSCAPE FABRIC AND
HYDRO-SEEDED WITH MULCH AND FERTILIZER, OR STAKED SOD, OR GROUNDCOVER. SAID PLANTING
SHALL PROVIDE COMPLETE AND UNIFORM COVERAGE IN NO MORE THAN TWO GROWING SEASONS.
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