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PROJECT OWNER AND DEVELOPER: 

DRAINAGE LETTER 



 

 

 
Ochard Properties, LLC 
P.O. Box 10620 
Fayetteville, AR 72701 

 
PROJECT TITLE: 

  
The following information is the drainage report for the proposed Towne Park @ 
Har/Ber PRD 

 
PROJECT LOCATION: 

  
The project is located off of HWY 412, in between Jones Road and Kevin Ln. Please 
see attached vicinity map for reference. 
 
PROJECT DESCRIPTION: 
 
The project consists of the construction of a roughly 10.67 acre residential 
subdivision composed and mixture of townhomes and apartment style buildings. No 
storm sewer is proposed for the site; instead the main drive aisle and subdivides the 
complex will convey all on/site storm water to the proposed detention pond. The 
carrying capacity of the aisle has been verified to contain all onsite flows (see 
Appendix for reference.) 
 
The existing lot is composed of pasture land with slopes of 2/3% across the site. The 
curve numbers used in the Rational Method calculations for the pre/developed site 
was between 0.3. The existing site drains via to sheet flow to a drainage channel 
that ultimately ends at the Har/Ber detention ponds.  
 
AREA DRAINAGE ISSUES: 

  
 There are no discovered existing drainage issues with this project. 
 

FLOOD ZONE INFORMATION: 
 

There is no flood zone area surrounding the site according to the FEMA Flood 
Insurance Rate Map (Map No. 05143C0065F; May 16, 2008).  

 
STORM DRAINAGE DESIGN: 
Improvements as outlined in this report and depicted on the design drawings will not 
endanger life or have negative impacts on adjacent or downstream property or 
watersheds. 
 
The proposed residential development will closely follow the drainage patterns of the 
existing watersheds.  One wet detention ponds will be constructed to ensure post 



 

 

development flow rates do not exceed pre developed rates.  Curve numbers used to 
determine pre and post developed rates were completed in accordance with the 
Rational methodology.  Roughly more than 90% of the site is composed of Hydraulic 
Soil Group D. Tc calculations can be found in the Hydraflow report. 
 
The tables below describe the hydraulic characteristics of the site, both pre/ and 
post development.  Normal water surface elevation for Pond 1 and is 1278.35. 
 
POND OUTFLOWS: 

  
The proposed detention pond will use a single of HDPE 18” pipe as drainage 
structures.  The outlet area will be protected from erosion with the installation of 
scour stop.   

 
 Table 1. Pond hydraulic characteristics.  Top of pond 1280.00 
 

Storm 
Event 
(Year) 

 

Pre Pond 1 Outflow 
(cfs) 

Pond 1 
Outflow 

(cfs) 
 

Pond 1 
Difference 

(cfs) 

WSE 
(feet) 

Pond 1 
Free Board 

Depth 
(ft) 

100 27.46 27.54 /0.08 1278.34 1.66 
50 24.10 22.29 /1.81 1278.03 1.97 

25 19.92 16.81 /3.11 1277.63 2.37 

10 15.52 12.63 /2.89 1276.96 3.04 
5 13.69 11.56 /2.13 1276.60 3.40 
2 11.30 10.17 /1.13 1276.32 3.68 

 
 
EROSION AND SEDIMENT CONTROL: 

  

Erosion and sediment control will be achieved through the use of silt fences at the 
downslope sides of the proposed grading, rock barriers around the curb inlets and 
flared end sections to prevent sediment from entering the drainage system.  There 
will also be rock ditch checks at the outlet ends of the pipe. 
 
CONCLUSION: 

  
The grading for the site was designed to convey the runoff from the 100/year 
frequency storm event and exceeds the City of Lowell ordinance requirements for 
detaining up to the 25/year storm event. Should you have any questions or require 
any additional information, please feel free to contact us at your convenience. 

 
 
 
 



 

 

CERTIFICATION:  
 

I, Ryan Z. Johnston, Registered Professional Engineer No.16439 in the State of Arkansas, 
hereby certify that the drainage designs and specifications contained in this Report have 
been prepared by me, or under my responsible supervision, in accordance with the 
regulations of the City of Lowell, Arkansas, the Professional Engineers Registration Act of 
the State of Arkansas, and reflect the application of generally accepted standards of 
engineering practice. I further certify that the improvements outlined in this Report will not 
have any adverse effects to life or downstream properties. I understand that review of these 
plans is limited to general compliance with the City codes and regulations and does not 
warrant the engineer’s design or imply any liability to the City of Lowell for the designs 
contained herein. 

 
 

Signed and Sealed by Professional Engineer 
 

Sincerely, 
 
Crafton, Tull & Associates, Inc. 
 
 
 
 
 
Ryan Z. Johnston, P.E. 
Project Engineer 
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Preface
Soil surveys contain information that affects land use planning in survey areas. They
highlight soil limitations that affect various land uses and provide information about
the properties of the soils in the survey areas. Soil surveys are designed for many
different users, including farmers, ranchers, foresters, agronomists, urban planners,
community officials, engineers, developers, builders, and home buyers. Also,
conservationists, teachers, students, and specialists in recreation, waste disposal,
and pollution control can use the surveys to help them understand, protect, or enhance
the environment.

Various land use regulations of Federal, State, and local governments may impose
special restrictions on land use or land treatment. Soil surveys identify soil properties
that are used in making various land use or land treatment decisions. The information
is intended to help the land users identify and reduce the effects of soil limitations on
various land uses. The landowner or user is responsible for identifying and complying
with existing laws and regulations.

Although soil survey information can be used for general farm, local, and wider area
planning, onsite investigation is needed to supplement this information in some cases.
Examples include soil quality assessments (http://www.nrcs.usda.gov/wps/portal/
nrcs/main/soils/health/) and certain conservation and engineering applications. For
more detailed information, contact your local USDA Service Center (http://
offices.sc.egov.usda.gov/locator/app?agency=nrcs) or your NRCS State Soil
Scientist (http://www.nrcs.usda.gov/wps/portal/nrcs/detail/soils/contactus/?
cid=nrcs142p2_053951).

Great differences in soil properties can occur within short distances. Some soils are
seasonally wet or subject to flooding. Some are too unstable to be used as a
foundation for buildings or roads. Clayey or wet soils are poorly suited to use as septic
tank absorption fields. A high water table makes a soil poorly suited to basements or
underground installations.

The National Cooperative Soil Survey is a joint effort of the United States Department
of Agriculture and other Federal agencies, State agencies including the Agricultural
Experiment Stations, and local agencies. The Natural Resources Conservation
Service (NRCS) has leadership for the Federal part of the National Cooperative Soil
Survey.

Information about soils is updated periodically. Updated information is available
through the NRCS Web Soil Survey, the site for official soil survey information.

The U.S. Department of Agriculture (USDA) prohibits discrimination in all its programs
and activities on the basis of race, color, national origin, age, disability, and where
applicable, sex, marital status, familial status, parental status, religion, sexual
orientation, genetic information, political beliefs, reprisal, or because all or a part of an
individual's income is derived from any public assistance program. (Not all prohibited
bases apply to all programs.) Persons with disabilities who require alternative means
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for communication of program information (Braille, large print, audiotape, etc.) should
contact USDA's TARGET Center at (202) 720-2600 (voice and TDD). To file a
complaint of discrimination, write to USDA, Director, Office of Civil Rights, 1400
Independence Avenue, S.W., Washington, D.C. 20250-9410 or call (800) 795-3272
(voice) or (202) 720-6382 (TDD). USDA is an equal opportunity provider and
employer.
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How Soil Surveys Are Made
Soil surveys are made to provide information about the soils and miscellaneous areas
in a specific area. They include a description of the soils and miscellaneous areas and
their location on the landscape and tables that show soil properties and limitations
affecting various uses. Soil scientists observed the steepness, length, and shape of
the slopes; the general pattern of drainage; the kinds of crops and native plants; and
the kinds of bedrock. They observed and described many soil profiles. A soil profile is
the sequence of natural layers, or horizons, in a soil. The profile extends from the
surface down into the unconsolidated material in which the soil formed or from the
surface down to bedrock. The unconsolidated material is devoid of roots and other
living organisms and has not been changed by other biological activity.

Currently, soils are mapped according to the boundaries of major land resource areas
(MLRAs). MLRAs are geographically associated land resource units that share
common characteristics related to physiography, geology, climate, water resources,
soils, biological resources, and land uses (USDA, 2006). Soil survey areas typically
consist of parts of one or more MLRA.

The soils and miscellaneous areas in a survey area occur in an orderly pattern that is
related to the geology, landforms, relief, climate, and natural vegetation of the area.
Each kind of soil and miscellaneous area is associated with a particular kind of
landform or with a segment of the landform. By observing the soils and miscellaneous
areas in the survey area and relating their position to specific segments of the
landform, a soil scientist develops a concept, or model, of how they were formed. Thus,
during mapping, this model enables the soil scientist to predict with a considerable
degree of accuracy the kind of soil or miscellaneous area at a specific location on the
landscape.

Commonly, individual soils on the landscape merge into one another as their
characteristics gradually change. To construct an accurate soil map, however, soil
scientists must determine the boundaries between the soils. They can observe only
a limited number of soil profiles. Nevertheless, these observations, supplemented by
an understanding of the soil-vegetation-landscape relationship, are sufficient to verify
predictions of the kinds of soil in an area and to determine the boundaries.

Soil scientists recorded the characteristics of the soil profiles that they studied. They
noted soil color, texture, size and shape of soil aggregates, kind and amount of rock
fragments, distribution of plant roots, reaction, and other features that enable them to
identify soils. After describing the soils in the survey area and determining their
properties, the soil scientists assigned the soils to taxonomic classes (units).
Taxonomic classes are concepts. Each taxonomic class has a set of soil
characteristics with precisely defined limits. The classes are used as a basis for
comparison to classify soils systematically. Soil taxonomy, the system of taxonomic
classification used in the United States, is based mainly on the kind and character of
soil properties and the arrangement of horizons within the profile. After the soil
scientists classified and named the soils in the survey area, they compared the
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individual soils with similar soils in the same taxonomic class in other areas so that
they could confirm data and assemble additional data based on experience and
research.

The objective of soil mapping is not to delineate pure map unit components; the
objective is to separate the landscape into landforms or landform segments that have
similar use and management requirements. Each map unit is defined by a unique
combination of soil components and/or miscellaneous areas in predictable
proportions. Some components may be highly contrasting to the other components of
the map unit. The presence of minor components in a map unit in no way diminishes
the usefulness or accuracy of the data. The delineation of such landforms and
landform segments on the map provides sufficient information for the development of
resource plans. If intensive use of small areas is planned, onsite investigation is
needed to define and locate the soils and miscellaneous areas.

Soil scientists make many field observations in the process of producing a soil map.
The frequency of observation is dependent upon several factors, including scale of
mapping, intensity of mapping, design of map units, complexity of the landscape, and
experience of the soil scientist. Observations are made to test and refine the soil-
landscape model and predictions and to verify the classification of the soils at specific
locations. Once the soil-landscape model is refined, a significantly smaller number of
measurements of individual soil properties are made and recorded. These
measurements may include field measurements, such as those for color, depth to
bedrock, and texture, and laboratory measurements, such as those for content of
sand, silt, clay, salt, and other components. Properties of each soil typically vary from
one point to another across the landscape.

Observations for map unit components are aggregated to develop ranges of
characteristics for the components. The aggregated values are presented. Direct
measurements do not exist for every property presented for every map unit
component. Values for some properties are estimated from combinations of other
properties.

While a soil survey is in progress, samples of some of the soils in the area generally
are collected for laboratory analyses and for engineering tests. Soil scientists interpret
the data from these analyses and tests as well as the field-observed characteristics
and the soil properties to determine the expected behavior of the soils under different
uses. Interpretations for all of the soils are field tested through observation of the soils
in different uses and under different levels of management. Some interpretations are
modified to fit local conditions, and some new interpretations are developed to meet
local needs. Data are assembled from other sources, such as research information,
production records, and field experience of specialists. For example, data on crop
yields under defined levels of management are assembled from farm records and from
field or plot experiments on the same kinds of soil.

Predictions about soil behavior are based not only on soil properties but also on such
variables as climate and biological activity. Soil conditions are predictable over long
periods of time, but they are not predictable from year to year. For example, soil
scientists can predict with a fairly high degree of accuracy that a given soil will have
a high water table within certain depths in most years, but they cannot predict that a
high water table will always be at a specific level in the soil on a specific date.

After soil scientists located and identified the significant natural bodies of soil in the
survey area, they drew the boundaries of these bodies on aerial photographs and
identified each as a specific map unit. Aerial photographs show trees, buildings, fields,
roads, and rivers, all of which help in locating boundaries accurately.

Custom Soil Resource Report
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Soil Map
The soil map section includes the soil map for the defined area of interest, a list of soil
map units on the map and extent of each map unit, and cartographic symbols
displayed on the map. Also presented are various metadata about data used to
produce the map, and a description of each soil map unit.
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MAP LEGEND MAP INFORMATION

Area of Interest (AOI)
Area of Interest (AOI)

Soils
Soil Map Unit Polygons

Soil Map Unit Lines

Soil Map Unit Points

Special Point Features
Blowout

Borrow Pit

Clay Spot

Closed Depression

Gravel Pit

Gravelly Spot

Landfill

Lava Flow

Marsh or swamp

Mine or Quarry

Miscellaneous Water

Perennial Water

Rock Outcrop

Saline Spot

Sandy Spot

Severely Eroded Spot

Sinkhole

Slide or Slip

Sodic Spot

Spoil Area

Stony Spot

Very Stony Spot

Wet Spot

Other

Special Line Features

Water Features
Streams and Canals

Transportation
Rails

Interstate Highways

US Routes

Major Roads

Local Roads

Background
Aerial Photography

The soil surveys that comprise your AOI were mapped at 1:20,000.

Warning: Soil Map may not be valid at this scale.

Enlargement of maps beyond the scale of mapping can cause
misunderstanding of the detail of mapping and accuracy of soil line
placement. The maps do not show the small areas of contrasting
soils that could have been shown at a more detailed scale.

Please rely on the bar scale on each map sheet for map
measurements.

Source of Map:  Natural Resources Conservation Service
Web Soil Survey URL:  http://websoilsurvey.nrcs.usda.gov
Coordinate System:  Web Mercator (EPSG:3857)

Maps from the Web Soil Survey are based on the Web Mercator
projection, which preserves direction and shape but distorts
distance and area. A projection that preserves area, such as the
Albers equal-area conic projection, should be used if more accurate
calculations of distance or area are required.

This product is generated from the USDA-NRCS certified data as of
the version date(s) listed below.

Soil Survey Area:  Washington County, Arkansas
Survey Area Data:  Version 11, Sep 22, 2014

Soil map units are labeled (as space allows) for map scales 1:50,000
or larger.

Date(s) aerial images were photographed:  Sep 19, 2010—Oct 30,
2010

The orthophoto or other base map on which the soil lines were
compiled and digitized probably differs from the background
imagery displayed on these maps. As a result, some minor shifting
of map unit boundaries may be evident.

Custom Soil Resource Report
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Map Unit Legend

Washington County, Arkansas (AR143)

Map Unit Symbol Map Unit Name Acres in AOI Percent of AOI

CaB Captina silt loam, 1 to 3 percent
slopes

5.0 19.5%

ToA Taloka silt loam, 0 to 1 percent
slopes

20.7 80.5%

Totals for Area of Interest 25.7 100.0%

Map Unit Descriptions
The map units delineated on the detailed soil maps in a soil survey represent the soils
or miscellaneous areas in the survey area. The map unit descriptions, along with the
maps, can be used to determine the composition and properties of a unit.

A map unit delineation on a soil map represents an area dominated by one or more
major kinds of soil or miscellaneous areas. A map unit is identified and named
according to the taxonomic classification of the dominant soils. Within a taxonomic
class there are precisely defined limits for the properties of the soils. On the landscape,
however, the soils are natural phenomena, and they have the characteristic variability
of all natural phenomena. Thus, the range of some observed properties may extend
beyond the limits defined for a taxonomic class. Areas of soils of a single taxonomic
class rarely, if ever, can be mapped without including areas of other taxonomic
classes. Consequently, every map unit is made up of the soils or miscellaneous areas
for which it is named and some minor components that belong to taxonomic classes
other than those of the major soils.

Most minor soils have properties similar to those of the dominant soil or soils in the
map unit, and thus they do not affect use and management. These are called
noncontrasting, or similar, components. They may or may not be mentioned in a
particular map unit description. Other minor components, however, have properties
and behavioral characteristics divergent enough to affect use or to require different
management. These are called contrasting, or dissimilar, components. They generally
are in small areas and could not be mapped separately because of the scale used.
Some small areas of strongly contrasting soils or miscellaneous areas are identified
by a special symbol on the maps. If included in the database for a given area, the
contrasting minor components are identified in the map unit descriptions along with
some characteristics of each. A few areas of minor components may not have been
observed, and consequently they are not mentioned in the descriptions, especially
where the pattern was so complex that it was impractical to make enough observations
to identify all the soils and miscellaneous areas on the landscape.

The presence of minor components in a map unit in no way diminishes the usefulness
or accuracy of the data. The objective of mapping is not to delineate pure taxonomic
classes but rather to separate the landscape into landforms or landform segments that
have similar use and management requirements. The delineation of such segments
on the map provides sufficient information for the development of resource plans. If

Custom Soil Resource Report
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intensive use of small areas is planned, however, onsite investigation is needed to
define and locate the soils and miscellaneous areas.

An identifying symbol precedes the map unit name in the map unit descriptions. Each
description includes general facts about the unit and gives important soil properties
and qualities.

Soils that have profiles that are almost alike make up a soil series. Except for
differences in texture of the surface layer, all the soils of a series have major horizons
that are similar in composition, thickness, and arrangement.

Soils of one series can differ in texture of the surface layer, slope, stoniness, salinity,
degree of erosion, and other characteristics that affect their use. On the basis of such
differences, a soil series is divided into soil phases. Most of the areas shown on the
detailed soil maps are phases of soil series. The name of a soil phase commonly
indicates a feature that affects use or management. For example, Alpha silt loam, 0
to 2 percent slopes, is a phase of the Alpha series.

Some map units are made up of two or more major soils or miscellaneous areas.
These map units are complexes, associations, or undifferentiated groups.

A complex consists of two or more soils or miscellaneous areas in such an intricate
pattern or in such small areas that they cannot be shown separately on the maps. The
pattern and proportion of the soils or miscellaneous areas are somewhat similar in all
areas. Alpha-Beta complex, 0 to 6 percent slopes, is an example.

An association is made up of two or more geographically associated soils or
miscellaneous areas that are shown as one unit on the maps. Because of present or
anticipated uses of the map units in the survey area, it was not considered practical
or necessary to map the soils or miscellaneous areas separately. The pattern and
relative proportion of the soils or miscellaneous areas are somewhat similar. Alpha-
Beta association, 0 to 2 percent slopes, is an example.

An undifferentiated group is made up of two or more soils or miscellaneous areas that
could be mapped individually but are mapped as one unit because similar
interpretations can be made for use and management. The pattern and proportion of
the soils or miscellaneous areas in a mapped area are not uniform. An area can be
made up of only one of the major soils or miscellaneous areas, or it can be made up
of all of them. Alpha and Beta soils, 0 to 2 percent slopes, is an example.

Some surveys include miscellaneous areas. Such areas have little or no soil material
and support little or no vegetation. Rock outcrop is an example.

Custom Soil Resource Report

11



Washington County, Arkansas

CaB—Captina silt loam, 1 to 3 percent slopes

Map Unit Setting
National map unit symbol: 2rk3x
Elevation: 800 to 1,590 feet
Mean annual precipitation: 39 to 49 inches
Mean annual air temperature: 54 to 59 degrees F
Frost-free period: 172 to 232 days
Farmland classification: All areas are prime farmland

Map Unit Composition
Captina and similar soils: 90 percent
Minor components: 10 percent
Estimates are based on observations, descriptions, and transects of the mapunit.

Description of Captina

Setting
Landform: Interfluves
Landform position (two-dimensional): Summit
Landform position (three-dimensional): Interfluve
Down-slope shape: Linear
Across-slope shape: Linear
Parent material: Loess over pedisediment over residuum weathered from cherty

limestone

Typical profile
Ap - 0 to 5 inches: silt loam
Bt1 - 5 to 25 inches: silty clay loam
2Btx - 25 to 50 inches: very gravelly silt loam
3Bt2 - 50 to 79 inches: gravelly clay

Properties and qualities
Slope: 1 to 3 percent
Depth to restrictive feature: 20 to 36 inches to fragipan
Natural drainage class: Moderately well drained
Runoff class: Very low
Capacity of the most limiting layer to transmit water (Ksat): Moderately low to

moderately high (0.06 to 0.20 in/hr)
Depth to water table: About 16 to 32 inches
Frequency of flooding: None
Frequency of ponding: None
Salinity, maximum in profile: Nonsaline to very slightly saline (0.1 to 2.0 mmhos/cm)
Available water storage in profile: Low (about 5.0 inches)

Interpretive groups
Land capability classification (irrigated): None specified
Land capability classification (nonirrigated): 3s
Hydrologic Soil Group: C/D
Ecological site: Quercus stellata-Quercus marilandica/Rhus aromatica/

Schizachyrium scoparium-Desmodium (F116AY004MO)
Other vegetative classification: Mixed/Transitional (Mixed Native Vegetation)

Custom Soil Resource Report
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Minor Components

Nixa
Percent of map unit: 5 percent
Landform: Interfluves
Landform position (two-dimensional): Shoulder
Landform position (three-dimensional): Interfluve
Down-slope shape: Linear
Across-slope shape: Linear
Ecological site: Quercus stellata-Quercus coccinea/Amelanchier arborea-

Vaccinium pallidum/Helianthus hirsutus-Schizachyrium scoparium
(F116BY004MO)

Other vegetative classification: Trees/Timber (Woody Vegetation)

Needleye
Percent of map unit: 5 percent
Landform: Interfluves
Landform position (two-dimensional): Summit
Landform position (three-dimensional): Interfluve
Down-slope shape: Concave
Across-slope shape: Concave
Ecological site: Quercus stellata-Quercus marilandica/Schizachyrium scoparium-

Desmodium (F116BY001MO)
Other vegetative classification: Trees/Timber (Woody Vegetation)

ToA—Taloka silt loam, 0 to 1 percent slopes

Map Unit Setting
National map unit symbol: m0mg
Elevation: 500 to 1,200 feet
Mean annual precipitation: 38 to 53 inches
Mean annual air temperature: 47 to 69 degrees F
Frost-free period: 200 to 245 days
Farmland classification: Prime farmland if protected from flooding or not frequently

flooded during the growing season

Map Unit Composition
Taloka and similar soils: 90 percent
Minor components: 10 percent
Estimates are based on observations, descriptions, and transects of the mapunit.

Description of Taloka

Setting
Landform: Hills
Landform position (three-dimensional): Interfluve
Down-slope shape: Convex
Across-slope shape: Linear
Parent material: Silty pedisediment over clayey pedisediment

Custom Soil Resource Report
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Typical profile
A - 0 to 12 inches: silt loam
Eg - 12 to 23 inches: silt loam
Btg - 23 to 60 inches: silty clay

Properties and qualities
Slope: 0 to 1 percent
Depth to restrictive feature: 20 to 26 inches to abrupt textural change
Natural drainage class: Somewhat poorly drained
Runoff class: Low
Capacity of the most limiting layer to transmit water (Ksat): Very low to moderately

low (0.00 to 0.06 in/hr)
Depth to water table: About 12 to 24 inches
Frequency of flooding: None
Frequency of ponding: None
Available water storage in profile: Low (about 4.6 inches)

Interpretive groups
Land capability classification (irrigated): None specified
Land capability classification (nonirrigated): 2w
Hydrologic Soil Group: D
Ecological site: LOAMY PRAIRIE (R117XY003AR)

Minor Components

Aqualfs
Percent of map unit: 10 percent
Landform: Depressions
Down-slope shape: Concave
Across-slope shape: Convex

Custom Soil Resource Report
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Soil Information for All Uses

Soil Properties and Qualities
The Soil Properties and Qualities section includes various soil properties and qualities
displayed as thematic maps with a summary table for the soil map units in the selected
area of interest. A single value or rating for each map unit is generated by aggregating
the interpretive ratings of individual map unit components. This aggregation process
is defined for each property or quality.

Soil Qualities and Features

Soil qualities are behavior and performance attributes that are not directly measured,
but are inferred from observations of dynamic conditions and from soil properties.
Example soil qualities include natural drainage, and frost action. Soil features are
attributes that are not directly part of the soil. Example soil features include slope and
depth to restrictive layer. These features can greatly impact the use and management
of the soil.

Hydrologic Soil Group

Hydrologic soil groups are based on estimates of runoff potential. Soils are assigned
to one of four groups according to the rate of water infiltration when the soils are not
protected by vegetation, are thoroughly wet, and receive precipitation from long-
duration storms.

The soils in the United States are assigned to four groups (A, B, C, and D) and three
dual classes (A/D, B/D, and C/D). The groups are defined as follows:

Group A. Soils having a high infiltration rate (low runoff potential) when thoroughly
wet. These consist mainly of deep, well drained to excessively drained sands or
gravelly sands. These soils have a high rate of water transmission.

Group B. Soils having a moderate infiltration rate when thoroughly wet. These consist
chiefly of moderately deep or deep, moderately well drained or well drained soils that
have moderately fine texture to moderately coarse texture. These soils have a
moderate rate of water transmission.

15



Group C. Soils having a slow infiltration rate when thoroughly wet. These consist
chiefly of soils having a layer that impedes the downward movement of water or soils
of moderately fine texture or fine texture. These soils have a slow rate of water
transmission.

Group D. Soils having a very slow infiltration rate (high runoff potential) when
thoroughly wet. These consist chiefly of clays that have a high shrink-swell potential,
soils that have a high water table, soils that have a claypan or clay layer at or near the
surface, and soils that are shallow over nearly impervious material. These soils have
a very slow rate of water transmission.

If a soil is assigned to a dual hydrologic group (A/D, B/D, or C/D), the first letter is for
drained areas and the second is for undrained areas. Only the soils that in their natural
condition are in group D are assigned to dual classes.

Custom Soil Resource Report
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Map—Hydrologic Soil Group
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MAP LEGEND MAP INFORMATION

Area of Interest (AOI)
Area of Interest (AOI)

Soils
Soil Rating Polygons

A

A/D

B

B/D

C

C/D

D

Not rated or not available

Soil Rating Lines
A

A/D

B

B/D

C

C/D

D

Not rated or not available

Soil Rating Points
A

A/D

B

B/D

C

C/D

D

Not rated or not available

Water Features
Streams and Canals

Transportation
Rails

Interstate Highways

US Routes

Major Roads

Local Roads

Background
Aerial Photography

The soil surveys that comprise your AOI were mapped at 1:20,000.

Warning: Soil Map may not be valid at this scale.

Enlargement of maps beyond the scale of mapping can cause
misunderstanding of the detail of mapping and accuracy of soil line
placement. The maps do not show the small areas of contrasting
soils that could have been shown at a more detailed scale.

Please rely on the bar scale on each map sheet for map
measurements.

Source of Map:  Natural Resources Conservation Service
Web Soil Survey URL:  http://websoilsurvey.nrcs.usda.gov
Coordinate System:  Web Mercator (EPSG:3857)

Maps from the Web Soil Survey are based on the Web Mercator
projection, which preserves direction and shape but distorts
distance and area. A projection that preserves area, such as the
Albers equal-area conic projection, should be used if more accurate
calculations of distance or area are required.

This product is generated from the USDA-NRCS certified data as of
the version date(s) listed below.

Soil Survey Area:  Washington County, Arkansas
Survey Area Data:  Version 11, Sep 22, 2014

Soil map units are labeled (as space allows) for map scales 1:50,000
or larger.

Date(s) aerial images were photographed:  Sep 19, 2010—Oct 30,
2010

The orthophoto or other base map on which the soil lines were
compiled and digitized probably differs from the background
imagery displayed on these maps. As a result, some minor shifting
of map unit boundaries may be evident.

Custom Soil Resource Report
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Table—Hydrologic Soil Group

Hydrologic Soil Group— Summary by Map Unit — Washington County, Arkansas (AR143)

Map unit symbol Map unit name Rating Acres in AOI Percent of AOI

CaB Captina silt loam, 1 to 3
percent slopes

C/D 5.0 19.5%

ToA Taloka silt loam, 0 to 1
percent slopes

D 20.7 80.5%

Totals for Area of Interest 25.7 100.0%

Rating Options—Hydrologic Soil Group

Aggregation Method:  Dominant Condition

Component Percent Cutoff:  None Specified

Tie-break Rule:  Higher

Custom Soil Resource Report
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1

Watershed Model Schematic
Hydraflow Hydrographs Extension for AutoCAD® Civil 3D® 2015 by Autodesk, Inc. v10.4

Project: Detention.gpw Tuesday, 09 / 1 / 2015

Hyd. Origin Description

Legend

1 Rational Pre

2 Mod. Rational Post

3 Reservoir Mod Post Pond



Hydrograph Return Period Recap

2

Hyd. Hydrograph Inflow Peak Outflow (cfs) Hydrograph

No. type hyd(s) Description

(origin) 1&yr 2&yr 3&yr 5&yr 10&yr 25&yr 50&yr 100&yr

1 Rational ////// 10.20 11.30 /////// 13.69 15.52 19.92 24.10 27.46 Pre

2 Mod. Rational ////// 13.56 14.97 /////// 14.43 17.39 22.88 25.50 30.79 Post

3 Reservoir 2 9.174 10.17 /////// 11.56 12.63 16.81 22.29 27.54 Mod Post Pond

Proj. file: Detention.gpw Tuesday, 09 / 1 / 2015

Hydraflow Hydrographs Extension for AutoCAD® Civil 3D® 2015 by Autodesk, Inc. v10.4



Hydrograph Summary Report

3

Hyd. Hydrograph Peak Time Time to Hyd. Inflow Maximum Total Hydrograph

No. type flow interval Peak volume hyd(s) elevation strge used Description

(origin) (cfs) (min) (min) (cuft) (ft) (cuft)

1 Rational 11.30 1 18 12,208 ////// ////// ////// Pre

2 Mod. Rational 14.97 1 10 38,622 ////// ////// ////// Post

3 Reservoir 10.17 1 46 38,604 2 1276.31 23,921 Mod Post Pond

Detention.gpw Return Period: 2 Year Tuesday, 09 / 1 / 2015

Hydraflow Hydrographs Extension for AutoCAD® Civil 3D® 2015 by Autodesk, Inc. v10.4



Hydrograph Report

Hydraflow Hydrographs Extension for AutoCAD® Civil 3D® 2015 by Autodesk, Inc. v10.4 Tuesday, 09 / 1 / 2015

Hyd. No. 1

Pre

Hydrograph type =  Rational Peak discharge =  11.30 cfs
Storm frequency =  2 yrs Time to peak =  18 min
Time interval =  1 min Hyd. volume =  12,208 cuft
Drainage area =  10.670 ac Runoff coeff. =  0.3
Intensity =  3.531 in/hr Tc by TR55 =  18.00 min
IDF Curve =  RogersAdj.IDF Asc/Rec limb fact =  1/1

4
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Hyd. No. 1 // 2 Year

Hyd No. 1



TR55 Tc Worksheet
5

Hydraflow Hydrographs Extension for AutoCAD® Civil 3D® 2015 by Autodesk, Inc. v10.4

Hyd. No. 1

Pre

Description A B C Totals

Sheet Flow
Manning's n/value =  0.240 0.011 0.011
Flow length (ft) =  100.0 0.0 0.0
Two/year 24/hr precip. (in) =  4.08 0.00 0.00
Land slope (%) =  6.00 0.00 0.00

Travel Time (min) = 8.14 + 0.00 + 0.00 = 8.14

Shallow Concentrated Flow
Flow length (ft) =  1000.00 0.00 0.00
Watercourse slope (%) =  1.00 0.00 0.00
Surface description =  Unpaved Paved Paved
Average velocity (ft/s) =1.61 0.00 0.00

Travel Time (min) = 10.33 + 0.00 + 0.00 = 10.33

Channel Flow
X sectional flow area (sqft) =  0.00 0.00 0.00
Wetted perimeter (ft) =  0.00 0.00 0.00
Channel slope (%) =  0.00 0.00 0.00
Manning's n/value =  0.015 0.015 0.015
Velocity (ft/s) =0.00

0.00
0.00

Flow length (ft) ({0})0.0 0.0 0.0

Travel Time (min) = 0.00 + 0.00 + 0.00 = 0.00

Total Travel Time, Tc .............................................................................. 18.00 min



Hydrograph Report

Hydraflow Hydrographs Extension for AutoCAD® Civil 3D® 2015 by Autodesk, Inc. v10.4 Tuesday, 09 / 1 / 2015

Hyd. No. 2

Post

Hydrograph type =  Mod. Rational Peak discharge =  14.97 cfs
Storm frequency =  2 yrs Time to peak =  10 min
Time interval =  1 min Hyd. volume =  38,622 cuft
Drainage area =  10.670 ac Runoff coeff. =  0.65
Intensity =  2.158 in/hr Tc by User =  10.00 min
IDF Curve =  RogersAdj.IDF Storm duration =  4.3 x Tc
Target Q =9.680 cfs Est. Req'd Storage =23,087 cuft

6
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Q (cfs)
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Time (min)

Post

Hyd. No. 2 // 2 Year

Hyd No. 2 Mod. Rational Est. Storage = 23,087 cuft



Hydrograph Report

Hydraflow Hydrographs Extension for AutoCAD® Civil 3D® 2015 by Autodesk, Inc. v10.4 Tuesday, 09 / 1 / 2015

Hyd. No. 3

Mod Post Pond

Hydrograph type =  Reservoir Peak discharge =  10.17 cfs
Storm frequency =  2 yrs Time to peak =  46 min
Time interval =  1 min Hyd. volume =  38,604 cuft
Inflow hyd. No. =  2 / Post Max. Elevation =  1276.31 ft
Reservoir name =  DP Max. Storage =  23,921 cuft

Storage Indication method used.

7
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Hyd. No. 3 // 2 Year

Hyd No. 3 Hyd No. 2 Total storage used = 23,921 cuft



Pond Report 8

Hydraflow Hydrographs Extension for AutoCAD® Civil 3D® 2015 by Autodesk, Inc. v10.4 Tuesday, 09 / 1 / 2015

Pond No. 1 &  DP

Pond Data

Contours &User/defined contour areas. Average end area method used for volume calculation. Begining Elevation = 1274.00 ft

Stage / Storage Table

Stage (ft) Elevation (ft) Contour area (sqft) Incr. Storage (cuft) Total storage (cuft)

0.00 1274.00 8,000 0 0
1.00 1275.00 9,900 8,950 8,950
2.00 1276.00 11,900 10,900 19,850
3.00 1277.00 14,000 12,950 32,800
4.00 1278.00 16,000 15,000 47,800
5.00 1279.00 18,300 17,150 64,950

Culvert / Orifice Structures Weir Structures

[A] [B] [C] [PrfRsr] [A] [B] [C] [D]

Rise (in) =  18.00 Inactive 0.00 0.00

Span (in) =  18.00 36.00 0.00 0.00

No. Barrels =  1 2 0 0

Invert El. (ft) =  1274.00 100.00 0.00 0.00

Length (ft) =  10.00 10.00 0.00 0.00

Slope (%) =  0.50 1.00 0.00 n/a

N&Value =  .013 .013 .013 n/a

Orifice Coeff. =  0.60 0.60 0.60 0.60

Multi&Stage =  n/a No No No

Crest Len (ft) Inactive 3.00 0.00 0.00

Crest El. (ft) =  1274.00 1277.25 0.00 0.00

Weir Coeff. =  3.33 3.33 3.33 3.33

Weir Type =  Rect Rect /// ///

Multi&Stage =  No No No No

Exfil.(in/hr) =  0.000 (by Contour)

TW Elev. (ft) =  0.00

Note: Culvert/Orifice outflows are analyzed under inlet (ic) and outlet (oc) control.  Weir risers checked for orifice conditions (ic) and submergence (s).

Stage / Storage / Discharge Table

Stage Storage Elevation Clv A Clv B Clv C PrfRsr Wr A Wr B Wr C Wr D Exfil User Total
ft cuft ft cfs cfs cfs cfs cfs cfs cfs cfs cfs cfs cfs

0.00 0 1274.00 0.00 0.00 /// /// 0.00 0.00 /// /// /// /// 0.000
0.10 895 1274.10 0.05 oc 0.00 /// /// 0.00 0.00 /// /// /// /// 0.050
0.20 1,790 1274.20 0.17 oc 0.00 /// /// 0.00 0.00 /// /// /// /// 0.167
0.30 2,685 1274.30 0.32 oc 0.00 /// /// 0.00 0.00 /// /// /// /// 0.322
0.40 3,580 1274.40 0.50 oc 0.00 /// /// 0.00 0.00 /// /// /// /// 0.501
0.50 4,475 1274.50 0.70 oc 0.00 /// /// 0.00 0.00 /// /// /// /// 0.697
0.60 5,370 1274.60 0.90 oc 0.00 /// /// 0.00 0.00 /// /// /// /// 0.904
0.70 6,265 1274.70 1.12 oc 0.00 /// /// 0.00 0.00 /// /// /// /// 1.117
0.80 7,160 1274.80 1.33 oc 0.00 /// /// 0.00 0.00 /// /// /// /// 1.332
0.90 8,055 1274.90 1.55 oc 0.00 /// /// 0.00 0.00 /// /// /// /// 1.546
1.00 8,950 1275.00 1.75 oc 0.00 /// /// 0.00 0.00 /// /// /// /// 1.752
1.10 10,040 1275.10 1.95 oc 0.00 /// /// 0.00 0.00 /// /// /// /// 1.948
1.20 11,130 1275.20 2.13 oc 0.00 /// /// 0.00 0.00 /// /// /// /// 2.126
1.30 12,220 1275.30 2.28 oc 0.00 /// /// 0.00 0.00 /// /// /// /// 2.282
1.40 13,310 1275.40 2.40 oc 0.00 /// /// 0.00 0.00 /// /// /// /// 2.401
1.50 14,400 1275.50 2.45 oc 0.00 /// /// 0.00 0.00 /// /// /// /// 2.447
1.60 15,490 1275.60 4.24 oc 0.00 /// /// 0.00 0.00 /// /// /// /// 4.236
1.70 16,580 1275.70 5.47 oc 0.00 /// /// 0.00 0.00 /// /// /// /// 5.469
1.80 17,670 1275.80 6.47 oc 0.00 /// /// 0.00 0.00 /// /// /// /// 6.472
1.90 18,760 1275.90 7.34 oc 0.00 /// /// 0.00 0.00 /// /// /// /// 7.338
2.00 19,850 1276.00 8.11 oc 0.00 /// /// 0.00 0.00 /// /// /// /// 8.112
2.10 21,145 1276.10 8.82 oc 0.00 /// /// 0.00 0.00 /// /// /// /// 8.818
2.20 22,440 1276.20 9.47 oc 0.00 /// /// 0.00 0.00 /// /// /// /// 9.472
2.30 23,735 1276.30 10.08 oc 0.00 /// /// 0.00 0.00 /// /// /// /// 10.08
2.40 25,030 1276.40 10.66 oc 0.00 /// /// 0.00 0.00 /// /// /// /// 10.66
2.50 26,325 1276.50 11.21 oc 0.00 /// /// 0.00 0.00 /// /// /// /// 11.21
2.60 27,620 1276.60 11.57 ic 0.00 /// /// 0.00 0.00 /// /// /// /// 11.57
2.70 28,915 1276.70 11.88 ic 0.00 /// /// 0.00 0.00 /// /// /// /// 11.88
2.80 30,210 1276.80 12.18 ic 0.00 /// /// 0.00 0.00 /// /// /// /// 12.18
2.90 31,505 1276.90 12.47 ic 0.00 /// /// 0.00 0.00 /// /// /// /// 12.47
3.00 32,800 1277.00 12.76 ic 0.00 /// /// 0.00 0.00 /// /// /// /// 12.76
3.10 34,300 1277.10 13.04 ic 0.00 /// /// 0.00 0.00 /// /// /// /// 13.04
3.20 35,800 1277.20 13.32 ic 0.00 /// /// 0.00 0.00 /// /// /// /// 13.32
3.30 37,300 1277.30 13.59 ic 0.00 /// /// 0.00 0.11 /// /// /// /// 13.70
3.40 38,800 1277.40 13.85 ic 0.00 /// /// 0.00 0.58 /// /// /// /// 14.43
3.50 40,300 1277.50 14.11 ic 0.00 /// /// 0.00 1.25 /// /// /// /// 15.36
3.60 41,800 1277.60 14.36 ic 0.00 /// /// 0.00 2.07 /// /// /// /// 16.43

Continues on next page...



9

DP

Stage / Storage / Discharge Table

Stage Storage Elevation Clv A Clv B Clv C PrfRsr Wr A Wr B Wr C Wr D Exfil User Total
ft cuft ft cfs cfs cfs cfs cfs cfs cfs cfs cfs cfs cfs

3.70 43,300 1277.70 14.61 ic 0.00 /// /// 0.00 3.02 /// /// /// /// 17.63
3.80 44,800 1277.80 14.86 ic 0.00 /// /// 0.00 4.08 /// /// /// /// 18.93
3.90 46,300 1277.90 15.10 ic 0.00 /// /// 0.00 5.24 /// /// /// /// 20.34
4.00 47,800 1278.00 15.34 ic 0.00 /// /// 0.00 6.49 /// /// /// /// 21.83
4.10 49,515 1278.10 15.57 ic 0.00 /// /// 0.00 7.83 /// /// /// /// 23.40
4.20 51,230 1278.20 15.80 ic 0.00 /// /// 0.00 9.25 /// /// /// /// 25.05
4.30 52,945 1278.30 16.03 ic 0.00 /// /// 0.00 10.75 /// /// /// /// 26.78
4.40 54,660 1278.40 16.25 ic 0.00 /// /// 0.00 12.32 /// /// /// /// 28.57
4.50 56,375 1278.50 16.48 ic 0.00 /// /// 0.00 13.96 /// /// /// /// 30.44
4.60 58,090 1278.60 16.69 ic 0.00 /// /// 0.00 15.67 /// /// /// /// 32.36
4.70 59,805 1278.70 16.91 ic 0.00 /// /// 0.00 17.44 /// /// /// /// 34.35
4.80 61,520 1278.80 17.12 ic 0.00 /// /// 0.00 19.28 /// /// /// /// 36.40
4.90 63,235 1278.90 17.33 ic 0.00 /// /// 0.00 21.17 /// /// /// /// 38.51
5.00 64,950 1279.00 17.54 ic 0.00 /// /// 0.00 23.13 /// /// /// /// 40.67

...End



Hydrograph Summary Report

10

Hyd. Hydrograph Peak Time Time to Hyd. Inflow Maximum Total Hydrograph

No. type flow interval Peak volume hyd(s) elevation strge used Description

(origin) (cfs) (min) (min) (cuft) (ft) (cuft)

1 Rational 13.69 1 18 14,784 ////// ////// ////// Pre

2 Mod. Rational 14.43 1 10 55,401 ////// ////// ////// Post

3 Reservoir 11.56 1 66 55,383 2 1276.60 27,587 Mod Post Pond

Detention.gpw Return Period: 5 Year Tuesday, 09 / 1 / 2015

Hydraflow Hydrographs Extension for AutoCAD® Civil 3D® 2015 by Autodesk, Inc. v10.4



Hydrograph Report

Hydraflow Hydrographs Extension for AutoCAD® Civil 3D® 2015 by Autodesk, Inc. v10.4 Tuesday, 09 / 1 / 2015

Hyd. No. 1

Pre

Hydrograph type =  Rational Peak discharge =  13.69 cfs
Storm frequency =  5 yrs Time to peak =  18 min
Time interval =  1 min Hyd. volume =  14,784 cuft
Drainage area =  10.670 ac Runoff coeff. =  0.3
Intensity =  4.276 in/hr Tc by TR55 =  18.00 min
IDF Curve =  RogersAdj.IDF Asc/Rec limb fact =  1/1
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Hydrograph Report

Hydraflow Hydrographs Extension for AutoCAD® Civil 3D® 2015 by Autodesk, Inc. v10.4 Tuesday, 09 / 1 / 2015

Hyd. No. 2

Post

Hydrograph type =  Mod. Rational Peak discharge =  14.43 cfs
Storm frequency =  5 yrs Time to peak =  10 min
Time interval =  1 min Hyd. volume =  55,401 cuft
Drainage area =  10.670 ac Runoff coeff. =  0.65
Intensity =  2.080 in/hr Tc by User =  10.00 min
IDF Curve =  RogersAdj.IDF Storm duration =  6.4 x Tc
Target Q =10.73 cfs Est. Req'd Storage =31,410 cuft
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Hyd No. 2 Mod. Rational Est. Storage = 31,410 cuft



Hydrograph Report

Hydraflow Hydrographs Extension for AutoCAD® Civil 3D® 2015 by Autodesk, Inc. v10.4 Tuesday, 09 / 1 / 2015

Hyd. No. 3

Mod Post Pond

Hydrograph type =  Reservoir Peak discharge =  11.56 cfs
Storm frequency =  5 yrs Time to peak =  66 min
Time interval =  1 min Hyd. volume =  55,383 cuft
Inflow hyd. No. =  2 / Post Max. Elevation =  1276.60 ft
Reservoir name =  DP Max. Storage =  27,587 cuft

Storage Indication method used.

13

0 60 120 180 240 300 360 420

Q (cfs)

0.00 0.00

3.00 3.00

6.00 6.00

9.00 9.00

12.00 12.00

15.00 15.00

Q (cfs)

Time (min)

Mod Post Pond
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Hyd No. 3 Hyd No. 2 Total storage used = 27,587 cuft



Hydrograph Summary Report
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Hyd. Hydrograph Peak Time Time to Hyd. Inflow Maximum Total Hydrograph

No. type flow interval Peak volume hyd(s) elevation strge used Description

(origin) (cfs) (min) (min) (cuft) (ft) (cuft)

1 Rational 15.52 1 18 16,761 ////// ////// ////// Pre

2 Mod. Rational 17.39 1 10 61,556 ////// ////// ////// Post

3 Reservoir 12.63 1 62 61,537 2 1276.96 32,212 Mod Post Pond

Detention.gpw Return Period: 10 Year Tuesday, 09 / 1 / 2015

Hydraflow Hydrographs Extension for AutoCAD® Civil 3D® 2015 by Autodesk, Inc. v10.4



Hydrograph Report

Hydraflow Hydrographs Extension for AutoCAD® Civil 3D® 2015 by Autodesk, Inc. v10.4 Tuesday, 09 / 1 / 2015

Hyd. No. 1

Pre

Hydrograph type =  Rational Peak discharge =  15.52 cfs
Storm frequency =  10 yrs Time to peak =  18 min
Time interval =  1 min Hyd. volume =  16,761 cuft
Drainage area =  10.670 ac Runoff coeff. =  0.3
Intensity =  4.848 in/hr Tc by TR55 =  18.00 min
IDF Curve =  RogersAdj.IDF Asc/Rec limb fact =  1/1
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Hydrograph Report

Hydraflow Hydrographs Extension for AutoCAD® Civil 3D® 2015 by Autodesk, Inc. v10.4 Tuesday, 09 / 1 / 2015

Hyd. No. 2

Post

Hydrograph type =  Mod. Rational Peak discharge =  17.39 cfs
Storm frequency =  10 yrs Time to peak =  10 min
Time interval =  1 min Hyd. volume =  61,556 cuft
Drainage area =  10.670 ac Runoff coeff. =  0.65
Intensity =  2.507 in/hr Tc by User =  10.00 min
IDF Curve =  RogersAdj.IDF Storm duration =  5.9 x Tc
Target Q =13.03 cfs Est. Req'd Storage =34,398 cuft
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Hyd No. 2 Mod. Rational Est. Storage = 34,398 cuft



Hydrograph Report

Hydraflow Hydrographs Extension for AutoCAD® Civil 3D® 2015 by Autodesk, Inc. v10.4 Tuesday, 09 / 1 / 2015

Hyd. No. 3

Mod Post Pond

Hydrograph type =  Reservoir Peak discharge =  12.63 cfs
Storm frequency =  10 yrs Time to peak =  62 min
Time interval =  1 min Hyd. volume =  61,537 cuft
Inflow hyd. No. =  2 / Post Max. Elevation =  1276.96 ft
Reservoir name =  DP Max. Storage =  32,212 cuft

Storage Indication method used.
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Hyd No. 3 Hyd No. 2 Total storage used = 32,212 cuft



Hydrograph Summary Report

18

Hyd. Hydrograph Peak Time Time to Hyd. Inflow Maximum Total Hydrograph

No. type flow interval Peak volume hyd(s) elevation strge used Description

(origin) (cfs) (min) (min) (cuft) (ft) (cuft)

1 Rational 19.92 1 18 21,515 ////// ////// ////// Pre

2 Mod. Rational 22.88 1 10 78,236 ////// ////// ////// Post

3 Reservoir 16.81 1 60 78,218 2 1277.63 42,280 Mod Post Pond

Detention.gpw Return Period: 25 Year Tuesday, 09 / 1 / 2015

Hydraflow Hydrographs Extension for AutoCAD® Civil 3D® 2015 by Autodesk, Inc. v10.4



Hydrograph Report

Hydraflow Hydrographs Extension for AutoCAD® Civil 3D® 2015 by Autodesk, Inc. v10.4 Tuesday, 09 / 1 / 2015

Hyd. No. 1

Pre

Hydrograph type =  Rational Peak discharge =  19.92 cfs
Storm frequency =  25 yrs Time to peak =  18 min
Time interval =  1 min Hyd. volume =  21,515 cuft
Drainage area =  10.670 ac Runoff coeff. =  0.3
Intensity =  6.223 in/hr Tc by TR55 =  18.00 min
IDF Curve =  RogersAdj.IDF Asc/Rec limb fact =  1/1
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Hydrograph Report

Hydraflow Hydrographs Extension for AutoCAD® Civil 3D® 2015 by Autodesk, Inc. v10.4 Tuesday, 09 / 1 / 2015

Hyd. No. 2

Post

Hydrograph type =  Mod. Rational Peak discharge =  22.88 cfs
Storm frequency =  25 yrs Time to peak =  10 min
Time interval =  1 min Hyd. volume =  78,236 cuft
Drainage area =  10.670 ac Runoff coeff. =  0.65
Intensity =  3.298 in/hr Tc by User =  10.00 min
IDF Curve =  RogersAdj.IDF Storm duration =  5.7 x Tc
Target Q =14.79 cfs Est. Req'd Storage =48,288 cuft
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Hydrograph Report

Hydraflow Hydrographs Extension for AutoCAD® Civil 3D® 2015 by Autodesk, Inc. v10.4 Tuesday, 09 / 1 / 2015

Hyd. No. 3

Mod Post Pond

Hydrograph type =  Reservoir Peak discharge =  16.81 cfs
Storm frequency =  25 yrs Time to peak =  60 min
Time interval =  1 min Hyd. volume =  78,218 cuft
Inflow hyd. No. =  2 / Post Max. Elevation =  1277.63 ft
Reservoir name =  DP Max. Storage =  42,280 cuft

Storage Indication method used.

21
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Hyd No. 3 Hyd No. 2 Total storage used = 42,280 cuft



Hydrograph Summary Report

22

Hyd. Hydrograph Peak Time Time to Hyd. Inflow Maximum Total Hydrograph

No. type flow interval Peak volume hyd(s) elevation strge used Description

(origin) (cfs) (min) (min) (cuft) (ft) (cuft)

1 Rational 24.10 1 18 26,031 ////// ////// ////// Pre

2 Mod. Rational 25.50 1 10 100,979 ////// ////// ////// Post

3 Reservoir 22.29 1 67 100,960 2 1278.03 48,310 Mod Post Pond

Detention.gpw Return Period: 50 Year Tuesday, 09 / 1 / 2015

Hydraflow Hydrographs Extension for AutoCAD® Civil 3D® 2015 by Autodesk, Inc. v10.4



Hydrograph Report

Hydraflow Hydrographs Extension for AutoCAD® Civil 3D® 2015 by Autodesk, Inc. v10.4 Tuesday, 09 / 1 / 2015

Hyd. No. 1

Pre

Hydrograph type =  Rational Peak discharge =  24.10 cfs
Storm frequency =  50 yrs Time to peak =  18 min
Time interval =  1 min Hyd. volume =  26,031 cuft
Drainage area =  10.670 ac Runoff coeff. =  0.3
Intensity =  7.530 in/hr Tc by TR55 =  18.00 min
IDF Curve =  RogersAdj.IDF Asc/Rec limb fact =  1/1

23

0 2 4 6 8 10 12 14 16 18 20 22 24 26 28 30 32 34 36

Q (cfs)

0.00 0.00

4.00 4.00

8.00 8.00

12.00 12.00

16.00 16.00

20.00 20.00

24.00 24.00

28.00 28.00

Q (cfs)

Time (min)

Pre

Hyd. No. 1 // 50 Year

Hyd No. 1



Hydrograph Report

Hydraflow Hydrographs Extension for AutoCAD® Civil 3D® 2015 by Autodesk, Inc. v10.4 Tuesday, 09 / 1 / 2015

Hyd. No. 2

Post

Hydrograph type =  Mod. Rational Peak discharge =  25.50 cfs
Storm frequency =  50 yrs Time to peak =  10 min
Time interval =  1 min Hyd. volume =  100,979 cuft
Drainage area =  10.670 ac Runoff coeff. =  0.65
Intensity =  3.677 in/hr Tc by User =  10.00 min
IDF Curve =  RogersAdj.IDF Storm duration =  6.6 x Tc
Target Q =19.00 cfs Est. Req'd Storage =57,364 cuft
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Hyd No. 2 Mod. Rational Est. Storage = 57,364 cuft



Hydrograph Report

Hydraflow Hydrographs Extension for AutoCAD® Civil 3D® 2015 by Autodesk, Inc. v10.4 Tuesday, 09 / 1 / 2015

Hyd. No. 3

Mod Post Pond

Hydrograph type =  Reservoir Peak discharge =  22.29 cfs
Storm frequency =  50 yrs Time to peak =  67 min
Time interval =  1 min Hyd. volume =  100,960 cuft
Inflow hyd. No. =  2 / Post Max. Elevation =  1278.03 ft
Reservoir name =  DP Max. Storage =  48,310 cuft

Storage Indication method used.

25
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Hyd No. 3 Hyd No. 2 Total storage used = 48,310 cuft



Hydrograph Summary Report

26

Hyd. Hydrograph Peak Time Time to Hyd. Inflow Maximum Total Hydrograph

No. type flow interval Peak volume hyd(s) elevation strge used Description

(origin) (cfs) (min) (min) (cuft) (ft) (cuft)

1 Rational 27.46 1 18 29,657 ////// ////// ////// Pre

2 Mod. Rational 30.79 1 10 114,526 ////// ////// ////// Post

3 Reservoir 27.54 1 63 114,508 2 1278.34 53,672 Mod Post Pond

Detention.gpw Return Period: 100 Year Tuesday, 09 / 1 / 2015

Hydraflow Hydrographs Extension for AutoCAD® Civil 3D® 2015 by Autodesk, Inc. v10.4



Hydrograph Report

Hydraflow Hydrographs Extension for AutoCAD® Civil 3D® 2015 by Autodesk, Inc. v10.4 Tuesday, 09 / 1 / 2015

Hyd. No. 1

Pre

Hydrograph type =  Rational Peak discharge =  27.46 cfs
Storm frequency =  100 yrs Time to peak =  18 min
Time interval =  1 min Hyd. volume =  29,657 cuft
Drainage area =  10.670 ac Runoff coeff. =  0.3
Intensity =  8.579 in/hr Tc by TR55 =  18.00 min
IDF Curve =  RogersAdj.IDF Asc/Rec limb fact =  1/1
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Hydrograph Report

Hydraflow Hydrographs Extension for AutoCAD® Civil 3D® 2015 by Autodesk, Inc. v10.4 Tuesday, 09 / 1 / 2015

Hyd. No. 2

Post

Hydrograph type =  Mod. Rational Peak discharge =  30.79 cfs
Storm frequency =  100 yrs Time to peak =  10 min
Time interval =  1 min Hyd. volume =  114,526 cuft
Drainage area =  10.670 ac Runoff coeff. =  0.65
Intensity =  4.439 in/hr Tc by User =  10.00 min
IDF Curve =  RogersAdj.IDF Storm duration =  6.2 x Tc
Target Q =23.00 cfs Est. Req'd Storage =64,503 cuft
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Hyd No. 2 Mod. Rational Est. Storage = 64,503 cuft



Hydrograph Report

Hydraflow Hydrographs Extension for AutoCAD® Civil 3D® 2015 by Autodesk, Inc. v10.4 Tuesday, 09 / 1 / 2015

Hyd. No. 3

Mod Post Pond

Hydrograph type =  Reservoir Peak discharge =  27.54 cfs
Storm frequency =  100 yrs Time to peak =  63 min
Time interval =  1 min Hyd. volume =  114,508 cuft
Inflow hyd. No. =  2 / Post Max. Elevation =  1278.34 ft
Reservoir name =  DP Max. Storage =  53,672 cuft

Storage Indication method used.
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Hydraflow Rainfall Report
30

Hydraflow Hydrographs Extension for AutoCAD® Civil 3D® 2015 by Autodesk, Inc. v10.4 Tuesday, 09 / 1 / 2015

Return Intensity&Duration&Frequency Equation Coefficients (FHA)
Period

(Yrs) B D E (N/A)

1 101.9399 18.4000 0.9642 ////////

2 63.3915 13.3000 0.8386 ////////

3 0.0000 0.0000 0.0000 ////////

5 64.9066 13.0000 0.7920 ////////

10 79.4587 14.3000 0.8048 ////////

25 114.5964 15.8000 0.8275 ////////

50 124.7419 15.2000 0.8015 ////////

100 119.2436 13.9000 0.7601 ////////

File name: RogersAdj.IDF

Intensity = B / (Tc + D)^E

Return Intensity Values (in/hr)
Period

(Yrs) 5 min 10 15 20 25 30 35 40 45 50 55 60

1 4.88 4.05 3.46 3.03 2.69 2.42 2.20 2.02 1.87 1.73 1.62 1.52

2 5.54 4.52 3.84 3.35 2.98 2.69 2.45 2.26 2.10 1.96 1.84 1.73

3 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

5 6.58 5.42 4.64 4.07 3.64 3.30 3.02 2.80 2.60 2.44 2.30 2.17

10 7.34 6.10 5.24 4.62 4.14 3.76 3.45 3.19 2.97 2.79 2.62 2.48

25 9.30 7.78 6.72 5.93 5.33 4.84 4.44 4.11 3.83 3.59 3.38 3.19

50 11.21 9.39 8.12 7.18 6.46 5.88 5.41 5.01 4.67 4.38 4.13 3.91

100 12.77 10.68 9.25 8.19 7.38 6.73 6.20 5.76 5.38 5.06 4.78 4.53

Tc = time in minutes. Values may exceed 60.

Rainfall Precipitation Table (in)

Precip. file name: H:\Hydraflow\RogersSCS / 24hr Precip.pcp

Storm
Distribution 1&yr 2&yr 3&yr 5&yr 10&yr 25&yr 50&yr 100&yr

SCS 24/hour 3.32 4.08 0.00 5.28 6.00 6.96 7.92 8.64

SCS 6/Hr 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

Huff/1st 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

Huff/2nd 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

Huff/3rd 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

Huff/4th 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

Huff/Indy 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

Custom 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00



 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

CHANNEL HYDRUALICS 



1 � TownPark Runoff
2 � Off Site Inflow

3 � Total Runoff

1

Watershed Model Schematic
Hydraflow Hydrographs Extension for AutoCAD® Civil 3D® 2015 by Autodesk, Inc. v10.4

Project: G:\15106700_TownePark\CIV\Drainage\TownePark.gpw Friday, 08 / 28 / 2015

Hyd. Origin Description

Legend

1 Rational TownPark Runoff

2 Rational Off Site Inflow

3 Combine Total Runoff



Hydrograph Return Period Recap

2

Hyd. Hydrograph Inflow Peak Outflow (cfs) Hydrograph

No. type hyd(s) Description

(origin) 1&yr 2&yr 3&yr 5&yr 10&yr 25&yr 50&yr 100&yr

1 Rational ������ ������� ������� ������� ������� 34.75 ������� ������� 48.70 TownPark Runoff

2 Rational ������ ������� ������� ������� ������� 6.332 ������� ������� 8.898 Off Site Inflow

3 Combine 1, 2 ������� ������� ������� ������� 40.03 ������� ������� 56.12 Total Runoff

Proj. file: G:\15106700_TownePark\CIV\Drainage\TownePark.gpw Friday, 08 / 28 / 2015

Hydraflow Hydrographs Extension for AutoCAD® Civil 3D® 2015 by Autodesk, Inc. v10.4



Hydrograph Summary Report

3

Hyd. Hydrograph Peak Time Time to Hyd. Inflow Maximum Total Hydrograph

No. type flow interval Peak volume hyd(s) elevation strge used Description

(origin) (cfs) (min) (min) (cuft) (ft) (cuft)

1 Rational 34.75 1 10 20,849 ������ ������ ������ TownPark Runoff

2 Rational 6.332 1 12 4,559 ������ ������ ������ Off Site Inflow

3 Combine 40.03 1 10 25,409 1, 2 ������ ������ Total Runoff

G:\15106700_TownePark\CIV\Drainage\TownePark.gpwReturn Period: 10 Year Friday, 08 / 28 / 2015
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Hydrograph Report

Hydraflow Hydrographs Extension for AutoCAD® Civil 3D® 2015 by Autodesk, Inc. v10.4 Friday, 08 / 28 / 2015

Hyd. No. 1

TownPark Runoff

Hydrograph type =  Rational Peak discharge =  34.75 cfs
Storm frequency =  10 yrs Time to peak =  0.17 hrs
Time interval =  1 min Hyd. volume =  20,849 cuft
Drainage area =  7.600 ac Runoff coeff. =  0.75
Intensity =  6.096 in/hr Tc by User =  10.00 min
IDF Curve =  Springdale.IDF Asc/Rec limb fact =  1/1
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Hydrograph Report

Hydraflow Hydrographs Extension for AutoCAD® Civil 3D® 2015 by Autodesk, Inc. v10.4 Friday, 08 / 28 / 2015

Hyd. No. 2

Off Site Inflow

Hydrograph type =  Rational Peak discharge =  6.332 cfs
Storm frequency =  10 yrs Time to peak =  0.20 hrs
Time interval =  1 min Hyd. volume =  4,559 cuft
Drainage area =  1.230 ac Runoff coeff. =  0.9
Intensity =  5.720 in/hr Tc by TR55 =  12.00 min
IDF Curve =  Springdale.IDF Asc/Rec limb fact =  1/1
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TR55 Tc Worksheet
6

Hydraflow Hydrographs Extension for AutoCAD® Civil 3D® 2015 by Autodesk, Inc. v10.4

Hyd. No. 2

Off Site Inflow

Description A B C Totals

Sheet Flow
Manning's n�value =  0.150 0.150 0.011
Flow length (ft) =  50.0 40.0 0.0
Two�year 24�hr precip. (in) =  4.08 4.08 0.00
Land slope (%) =  5.50 0.50 0.00

Travel Time (min) = 3.33 + 7.26 + 0.00 = 10.58

Shallow Concentrated Flow
Flow length (ft) =  225.00 0.00 0.00
Watercourse slope (%) =  1.50 0.00 0.00
Surface description =  Unpaved Paved Paved
Average velocity (ft/s) =1.98 0.00 0.00

Travel Time (min) = 1.90 + 0.00 + 0.00 = 1.90

Channel Flow
X sectional flow area (sqft) =  0.00 0.00 0.00
Wetted perimeter (ft) =  0.00 0.00 0.00
Channel slope (%) =  0.00 0.00 0.00
Manning's n�value =  0.015 0.015 0.015
Velocity (ft/s) =0.00

0.00
0.00

Flow length (ft) ({0})0.0 0.0 0.0

Travel Time (min) = 0.00 + 0.00 + 0.00 = 0.00

Total Travel Time, Tc .............................................................................. 12.00 min



Hydrograph Report

Hydraflow Hydrographs Extension for AutoCAD® Civil 3D® 2015 by Autodesk, Inc. v10.4 Friday, 08 / 28 / 2015

Hyd. No. 3

Total Runoff

Hydrograph type =  Combine Peak discharge =  40.03 cfs
Storm frequency =  10 yrs Time to peak =  0.17 hrs
Time interval =  1 min Hyd. volume =  25,409 cuft
Inflow hyds. =  1, 2 Contrib. drain. area =  8.830 ac
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Hydrograph Summary Report

8

Hyd. Hydrograph Peak Time Time to Hyd. Inflow Maximum Total Hydrograph

No. type flow interval Peak volume hyd(s) elevation strge used Description

(origin) (cfs) (min) (min) (cuft) (ft) (cuft)

1 Rational 48.70 1 10 29,222 ������ ������ ������ TownPark Runoff

2 Rational 8.898 1 12 6,406 ������ ������ ������ Off Site Inflow

3 Combine 56.12 1 10 35,628 1, 2 ������ ������ Total Runoff

G:\15106700_TownePark\CIV\Drainage\TownePark.gpwReturn Period: 100 Year Friday, 08 / 28 / 2015
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Hydrograph Report

Hydraflow Hydrographs Extension for AutoCAD® Civil 3D® 2015 by Autodesk, Inc. v10.4 Friday, 08 / 28 / 2015

Hyd. No. 1

TownPark Runoff

Hydrograph type =  Rational Peak discharge =  48.70 cfs
Storm frequency =  100 yrs Time to peak =  0.17 hrs
Time interval =  1 min Hyd. volume =  29,222 cuft
Drainage area =  7.600 ac Runoff coeff. =  0.75
Intensity =  8.544 in/hr Tc by User =  10.00 min
IDF Curve =  Springdale.IDF Asc/Rec limb fact =  1/1
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Hydrograph Report

Hydraflow Hydrographs Extension for AutoCAD® Civil 3D® 2015 by Autodesk, Inc. v10.4 Friday, 08 / 28 / 2015

Hyd. No. 2

Off Site Inflow

Hydrograph type =  Rational Peak discharge =  8.898 cfs
Storm frequency =  100 yrs Time to peak =  0.20 hrs
Time interval =  1 min Hyd. volume =  6,406 cuft
Drainage area =  1.230 ac Runoff coeff. =  0.9
Intensity =  8.038 in/hr Tc by TR55 =  12.00 min
IDF Curve =  Springdale.IDF Asc/Rec limb fact =  1/1
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Hydrograph Report

Hydraflow Hydrographs Extension for AutoCAD® Civil 3D® 2015 by Autodesk, Inc. v10.4 Friday, 08 / 28 / 2015

Hyd. No. 3

Total Runoff

Hydrograph type =  Combine Peak discharge =  56.12 cfs
Storm frequency =  100 yrs Time to peak =  0.17 hrs
Time interval =  1 min Hyd. volume =  35,628 cuft
Inflow hyds. =  1, 2 Contrib. drain. area =  8.830 ac
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Hydraflow Rainfall Report
12

Hydraflow Hydrographs Extension for AutoCAD® Civil 3D® 2015 by Autodesk, Inc. v10.4 Friday, 08 / 28 / 2015

Return Intensity&Duration&Frequency Equation Coefficients (FHA)
Period

(Yrs) B D E (N/A)

1 0.0000 0.0000 0.0000 ��������

2 63.3915 13.3000 0.8386 ��������

3 0.0000 0.0000 0.0000 ��������

5 64.9066 13.0000 0.7920 ��������

10 79.4587 14.3000 0.8048 ��������

25 104.1785 15.8000 0.8275 ��������

50 102.8257 15.1000 0.7991 ��������

100 95.5744 13.9000 0.7608 ��������

File name: Springdale.IDF

Intensity = B / (Tc + D)^E

Return Intensity Values (in/hr)
Period

(Yrs) 5 min 10 15 20 25 30 35 40 45 50 55 60

1 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

2 5.54 4.52 3.84 3.35 2.98 2.69 2.45 2.26 2.10 1.96 1.84 1.73

3 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

5 6.58 5.42 4.64 4.07 3.64 3.30 3.02 2.80 2.60 2.44 2.30 2.17

10 7.34 6.10 5.24 4.62 4.14 3.76 3.45 3.19 2.97 2.79 2.62 2.48

25 8.45 7.07 6.11 5.39 4.84 4.40 4.04 3.74 3.48 3.26 3.07 2.90

50 9.35 7.83 6.77 5.99 5.38 4.90 4.51 4.18 3.90 3.65 3.44 3.26

100 10.21 8.54 7.39 6.55 5.90 5.38 4.96 4.60 4.30 4.04 3.82 3.62

Tc = time in minutes. Values may exceed 60.

Rainfall Precipitation Table (in)

Precip. file name: H:\Hydraflow\RogersSCS � 24hr Precip.pcp

Storm
Distribution 1&yr 2&yr 3&yr 5&yr 10&yr 25&yr 50&yr 100&yr

SCS 24�hour 3.32 4.08 0.00 5.28 6.00 6.96 7.92 8.64

SCS 6�Hr 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

Huff�1st 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

Huff�2nd 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

Huff�3rd 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

Huff�4th 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

Huff�Indy 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

Custom 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
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Channel Report

Hydraflow Express Extension for Autodesk® AutoCAD® Civil 3D® by Autodesk, Inc. Friday, Aug 28 2015

TwonePark Channel 10�YR

User�defined
Invert Elev (ft) =  1282.52
Slope (%) =  0.50
N-Value =  0.013

Calculations
Compute by: Known Q
Known Q (cfs) =  40.03

(Sta, El, n)�(Sta, El, n)...
( 0.00, 1283.75)-(28.86, 1283.02, 0.013)-(29.36, 1282.52, 0.013)-(53.35, 1282.52, 0.013)-(53.86, 1283.02, 0.013)-(68.52, 1284.30, 0.013)

Highlighted
Depth (ft) =  0.39
Q (cfs) =  40.03
Area (sqft) =  9.50
Velocity (ft/s) =  4.22
Wetted Perim (ft) =  25.10
Crit Depth, Yc (ft) =  0.45
Top Width (ft) =  24.78
EGL (ft) =  0.67

-5 0 5 10 15 20 25 30 35 40 45 50 55 60 65 70 75

Elev (ft) Depth (ft)
Section

1282.00 -0.52
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1284.50 1.98

1285.00 2.48

Sta (ft)



Channel Report

Hydraflow Express Extension for Autodesk® AutoCAD® Civil 3D® by Autodesk, Inc. Friday, Aug 28 2015

TwonePark Channel 100�YR

User�defined
Invert Elev (ft) =  1282.52
Slope (%) =  0.50
N-Value =  0.013

Calculations
Compute by: Known Q
Known Q (cfs) =  56.12

(Sta, El, n)�(Sta, El, n)...
( 0.00, 1283.75)-(28.86, 1283.02, 0.013)-(29.36, 1282.52, 0.013)-(53.35, 1282.52, 0.013)-(53.86, 1283.02, 0.013)-(68.52, 1284.30, 0.013)

Highlighted
Depth (ft) =  0.48
Q (cfs) =  56.12
Area (sqft) =  11.73
Velocity (ft/s) =  4.78
Wetted Perim (ft) =  25.35
Crit Depth, Yc (ft) =  0.57
Top Width (ft) =  24.96
EGL (ft) =  0.84
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Elev (ft) Depth (ft)
Section
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